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Delivery PSIG 2650 2500 2400 2300 2200 2100 2050 2000 1500

Inlet PSIG 5500 5000 4500 4000 3500 3000 2500 2000 1500

Make Yourself*
A High Pressure
Regulator in Seconds.
* Regulator conversion should be done by qualified personnel only.

Industry is taking a big turn to
higher pressures, undeniably.
And Western is in the forefront
with high pressure fittings and
STAGE1™ - maybe our best
idea yet!

ST Series STAGE1™ Stem Regulators (Pat-
ented) allow Western and other brand regula-
tors and manifolds rated to 3,000 PSIG to be
used with high pressure cylinders, up to 6,000
PSIG. ST models reduce high cylinder pres-
sures to lower pressures that conventional
3,000 PSIG rated regulators and manifolds are
designed to handle. Stem regulators deliver
high flow rates, and are constructed with 1/4”
NPT male outlet connection.

Features:
• For use with new 6,000 PSIG cylinders
• Upgrades most manufacturers 3,000 PSIG
   regulators and manifolds to handle 6,000
   PSIG cylinders
• High flow rates
• Protective inlet filter
• U.L. Listed
• Rugged brass construction
• Made in the U.S.A.

STAGE1™
INLET/DELIVERY

PRESSURE

Part CGA Inlet Maximum Flow Outlet Maximum CGA Inlet
No. Gas Service SCFH Connection Pressure PSIG
ST347 347 Compressed Air 6,000 1/4 NPTM 5,500

ST577 577 Oxygen 5,700 1/4 NPTM 4,000

ST680 680 Inert 6,120 (nitrogen) 1/4 NPTM 5,500

ST695 695 Flammable N/A 1/4 NPTM 5,500

ST701 701 Oxygen 5,700 1/4 NPTM 5,500
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1-Ear Clamps
Zinc Plated

Nominal Minimum Actual
Part Size Clamping Clamp
No. Inches Dia. (inches) I.D. (inches)

SE-03A 3/8” .35 .37
SE-04 7/16” .38 .44
SE-05 1/2” .45 .52
SE-06 9/16” .49 .57
SE-07 5/8” .54 .62
SE-08 3/4” .67 .78
SE-09 7/8” .78 .89
SE-10 15/16” .84 .95
SE-11 1” .89 1.01
SE-12 1 1/16” .95 1.06

O-Clamps
Efficient Clamping in Seconds!

APPLICATIONS: O-Clamps are ideally suited for
maintenance and O.E.M. applications. Rubber hose,
plastic tubing, plastic pipe, coaxial, and other electrical
cable, rope, etc. are all readily clamped. Uses on air,
fluid, gas and steam lines are unlimited. O-Clamps
serve as ideal holding devices.

RUGGED SIMPLICITY: One piece design offers posi-
tive clamping action without damage to hose. No
dangerous projections. No parts to break. No compli-
cated tools to use. Two ear design assures adequate
closure allowance and allows for variation in hose size.

SAVE MONEY & TIME: O-Clamps are durable. Their
initial cost is low. They require no special tools for
application or removal. A single squeeze on each ear
with ordinary pincers applies the clamp - in seconds -
offering substantial savings in labour and down time.

GREAT HOLDING POWER: Closing the ears builds
strength into the clamp which works against the pres-
sure in the hose line. Under certified test, a single 7/8”
O-Clamp remained secure at 12,800 PSI at which point
the hose burst. Hence O-Clamps offer a large safety
factor even at high pressures. Inquiries on particular
pressure applications are invited.

SIZE SELECTION: Twenty-five standard sizes assure a
clamp for most applications. Select nominal clamp size
equal to the O.D. to be clamped. Where there is no
such nominal size, select the next larger clamp size.

2-Ear Clamps
Zinc Plated

Nominal Minimum Actual
Part Size Clamping Clamp Thickness Width
No. Inches Dia. (inches) I.D. (inches) Inches Inches

LE-00 5/32” .13 .17 .025 .140
LE-01 3/16” .15 .21 .028 .197
LE-02 1/4” .20 .29 .028 .236
LE-03 5/16” .28 .36 .039 .276
LE-04 7/16” .35 .44 .039 .276
LE-05 1/2” .43 .52 .039 .276
LE-06 9/16” .51 .60 .043 .295
LE-07 5/8” .59 .72 .047 .315
LE-08 3/4” .67 .80 .047 .335
LE-09 7/8” .79 .92 .059 .354
LE-10 15/16” .87 1.00 .059 .394
LE-11 1” .91 1.07 .059 .394
LE-12 1 1/16” .98 1.12 .059 .394
LE-13 1 1/8” 1.06 1.23 .059 .394
LE-14 1 3/16” 1.10 1.24 .059 .394
LE-15 1 5/16” 1.22 1.35 .059 .394
LE-16 1 7/16” 1.34 1.47 .059 .394
LE-17 1 1/2” 1.45 1.59 .059 .394
LE-18 1 5/8” 1.57 1.70 .059 .394
LE-19 1 3/4” 1.69 1.82 .059 .394

Stainless steel O-Clamps
available in both 1-ear
and 2-ear. Add “SS” to
the end of the part
number.

Pincers
Part No. 1098
Standard Jaw Pincers

Part No. 1099
Side Jaw Pincers
This dual purpose, side jaw
design allows clamps to be
applied or removed in
confined areas with pincers
held parallel to the hose.
Also used like standard
pincers.
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Kits
KIT CONTENTS
Pocket Kit

Part No. PK-1098
Plastic kit box contains: 15 - 1/2” Zinc Plated 2-Ear Clamps

15 - 9/16” Zinc Plated 2-Ear Clamps
15 - 5/8” Zinc Plated 2-Ear Clamps
15 - 3/4” Zinc Plated 2-Ear Clamps
5 - 1/4” Stainless Steel Hose Menders
5 - 5/16” Stainless Steel Hose Menders
1 - 1098 Standard Jaw Pincers

Mender/Clamp Kit
Part No. MC-1098

Plastic kit box contains: 50 - 7/16” Zinc Plated 2-Ear Clamps
50 - 1/2” Zinc Plated 2-Ear Clamps
50 - 9/16” Zinc Plated 2-Ear Clamps
50 - 5/8” Zinc Plated 2-Ear Clamps
25 - 3/4” Zinc Plated 2-Ear Clamps
25 - 7/8” Zinc Plated 2-Ear Clamps
5 - 1/4” Stainless Steel Hose Menders
5 - 5/16” Stainless Steel Hose Menders
5 - 3/8” Stainless Steel Hose Menders
5 - 1/2” Stainless Steel Hose Menders
1 - 1098 Standard Jaw Pincers

Stand-By Kit
Part No. SB-1098

Plastic kit box contains: 10 - 5/16” Zinc Plated 2-Ear Clamps
10 - 7/16” Zinc Plated 2-Ear Clamps
10 - 1/2” Zinc Plated 2-Ear Clamps
10 - 9/16” Zinc Plated 2-Ear Clamps
10 - 5/8” Zinc Plated 2-Ear Clamps
10 - 3/4” Zinc Plated 2-Ear Clamps
10 - 7/8” Zinc Plated 2-Ear Clamps
10 - 1” Zinc Plated 2-Ear Clamps
1 - 1098 Standard Jaw Pincers

Welding Kit
Part No. WK-82

Plastic kit box contains: 40 - 9/16” Zinc Plated 2-Ear Clamps
10 - 1/2” Zinc Plated 2-Ear Clamps
6 - # 7 Oxy. 'B' Size RH Brass Nuts
6 - # 8 Acet. 'B' Size LH Brass Nuts
6 - 'B' Size 1/4” Brass Nipples
2 - 'B' Size 3/16” Brass Nipples
2 - 3/16” Brass Hose Menders
4 - 1/4” Brass Hose Menders
4 - Oval Brass Dual Braces
1 - 1098 Standard Jaw Pincers

INSTALLATION:

When installing Oetiker 2-Ear Clamps,
close first ear, then the second. Once
the second ear is closed, the first one
will open slightly, simply squeeze
again. Each ear should not be
squeezed more than twice.
An incorrectly made installation may
impair the best connection. A clamp
installed too tightly can collapse or
deform the parts to be connected or
can cut the material to be clamped
causing leakage. If clamp ears can be
closed all the way, the clamp size se-
lected is probably too big and the next
smaller size clamp should be used.

HOW TO INSTALL:

HOW TO REMOVE:

Position clamp on hose as
illustrated.

Give each ear a firm squeeze with
your OETIKER Pincers.

Where access is difficult,
use OETIKER's Side Jaw
Pincers Part No. 1099

Grip the outer edge of the ear
firmly and cut through it with
either pincers.

Cut the ear by taking several
small bites of its base with either
pincers.

Then grip the ear
firmly and twist it off.
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Universal Circle Burner

• Cut circles or straight lines with any oxy-fuel cutting torch
• Equipped with two wheels and centering pin

QUALITY WELDING ACCESSORIES

MODEL
CBM-2030

Three set screws in
the rotating head center
the torch tip for any
radius circle or straight
cutting.

45/64"  Dia.
(17.85mm)
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Cylinder  Wrenches

MAGNETIC HOLDING BASE
for CB-20 or  CB-30 Circle Burner

Magnet with 16 lbs. (7.3kg) direct pull holds centering
pin in place, frees your hands and allows you to focus
your attention on the torch.

This handy little tool is ideal for shop
or maintenance department that must
occasionally cut circles or straight lines,
but where expensive equipment  is not
practical.

LENCO Cylinder Wrenches are manufactured from special alloys using the latest production
techniques to produce durable and high quality wrenches.

Item Part Model
No. No. No. Description

1. L09720 250 1/4" POL T-Handle: Linde 290 type for Praxair type acetylene  cylinders.

2. L09730 10 3/8" Commercial L-Handle: key for 3/8"(9.5mm) commercial cylinders.

3. L09710 1013 MODEL D-1013: For regulators, torches, commercial acetylene cylinders.

4. L09715 1013P MODEL D-1013L: For Praxair dealers, has 3/8"(9.5mm) socket omitted.

5. L09735 5 B-MC Wrench: For B size acetylene cylinders.

1

5

432
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Orange Teflon Tape
STOP
Leakage at Pipe Threads
with

• Seals all metal and plastic threaded joints
• Effective at temperatures from -400° F to +600° F (-240° C to 316° C)
• Pure Teflon, high density, non-corrosive, non-flammable, clean and
   easy to use
• Premium quality thread sealing tape
• Joints disassemble easily even after years of service
• Impervious to most fluids and gases
• Meets the physical properties of MIL-T-27730A
• Recommended for oxygen systems

Distinctively Coloured
For Your Protection
T-Tape is coloured orange to prevent substitution or use of
inferior tape by error or intent. There is a difference!

Part No. Description

224 ¼” x 260”
.63cm x 6.6m

225 ½” x 260”
1.27cm x 6.6m

226 ½” x 540”
1.27cm x 13.72m

226B ½” x 1296”
1.27cm x 32.94m

227 ¾” x 540”
1.91cm x 13.72m

228 1” x 540”
2.54cm x 13.72m

RECTORSEAL®

Non-Hardening, Soft Set
Rectorseal #7 is recommended especially for use on connections in lines carrying strong
chemicals such as alcohol, acetone, caustic alkali and strong acids. It is ready to use, direct
from the container.

Characteristics:
• Odourless and non-toxic
• Contains no lead or other metal
• Impervious to damage by freezing
• Will not dry out or harden with age
Pressure Range............... Gases to 2,600 PSI, liquids to 10,500 PSI
Temperatures .................. -50° F to +450° F

Anti-Seize, Non-Flammable
This compound, Rectorseal #15, has been approved for safe use with gaseous oxygen sys-
tems by the National Bureau of Standards, and also conforms to U.S. Military specifications.

Characteristics
• Non-flammable, odourless, non-toxic
• Impervious to damage by freezing or hardening with age
• Ready to use direct from the container
Pressure Range............... 0-2,000 PSI
Temperatures .................. -65° F to +212° F

Part No. Description Gas
RS-007 #15 Rectorseal, 4 oz. For Oxygen
RS-008 #15 Rectorseal, 1.5 lbs.
RS-011 #7 Rectorseal, 4 oz. For Acetylene
RS-015 #7 Rectorseal, 1.5 lbs.
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GASAVER

Cut oxygen and acetylene consumption 25%
to 30%. The savings in gas and time spent
igniting torches, as opposed to conventional
spark lighters, pays for the gasaver in a very
short period.

• Saves gas
• Saves ignition time
• No need to readjust flame
• Quick flame extinguishing
• Economical
• Can be easily fastened to workbench
• Pays for itself in time and gas savings

A B

A
This diagram shows the ignited torch about to
be hung over the lever rod of the gasaver.

B
This diagram shows that when the torch is
hung in place, the flame is automatically
extinguished. To relight, remove torch from
lever rod and pass over the pilot light which
instantly ignites to its pre-determined flame.

W-100 MAPP GASAVER
The original Weldit gasaver method is now
available for MAPP and oxygen use. Standard
Model “E” Gasaver with the W-1922 MAPP
pilot assembly.

W-101 MODEL “E” GASAVER
For general use on all types of acetylene and
oxygen operations. Gasavers can be installed
in any convenient location - on the line be-
tween the regulators and torch - the closer to
the torch, the greater the savings in oxygen
and acetylene.

W-102 MODEL “EI” GASAVER
Positive shut off of gas and water for inert arc-
welding operations. Equipped with standard
water connections.

W-103 MODEL “ELP” GASAVER
Equipped with separate fuel inlet for use with
low pressure fuel gas with injector type
torches.
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Ref. Part No. Description
14 W-7730 Lever Rod Lock Screw
15 W-7887 Adjusting Screw Lock Nut (2)
16 W-7736 Adjusting Screw (2)
17 W-6056 Pilot Light Tube for W-100,

W-101, W-104
18 W-1740-1 Pilot Light Assembly for W-100
19 W-1507 Pilot Light Assembly for W-101

W-9324 Lava for 1507 Pilot
20 W-6232 Plug for W-102
21 W-6702 Pilot Base for W-103
22 W-7738 Set Screw for W-103
23 W-1506 Pilot Adaptor for W-103
24 W-1508 Pilot Light for W-103, W-104
25 W-1533 Pilot Light Assembly for W-103

(includes Ref. No. 22,23,24)
26 W-1566-1 Plunger Assembly

(includes Ref. No. 2, 3, 4, 5)
27 W-10005 Saddle Assembly

(includes Ref. No. 13, 14, 15, 16)

GASAVER PARTS LIST

Ref. Part No. Description
1 W-9303 Body
2 W-8446-1 Seat (2)
3 W-9328 Lower Saddle Spring Button (2)
4 W-7809 Spring (2)
5 W-1542-1 Rod Assembly (2)
6 LP-112 “O” Ring (2)
7 W-6183 Plunger Rod Bushing (2)
8 W-6045 Packing Nut (2)
9 103-0024 Oxygen Inlet/Outlet (2 required)

W-100, W-101, W-102, W-104
103-0128 Water Inlet/Outlet (2 required)

W-102 (not shown)
10 103-0025 Gas Inlet/Outlet (2 required)

W-100, W-101, W-103, W-104
103-0127 Inert Inlet/Outlet (2 required)

W-102 (not shown)
11 W-9286 Lever
12 W-9315 Pinion Rod
13 W-8805-10 Saddle
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MECO GAS ECONOMIZER

ME-7268 Gas Economizer For Use With Oxygen & Natural Gas

Acetylene
Pilot Light

This Gas Economizer is available in three models and there are two different pilot light assem-
blies. One is for acetylene (see photo above) and the other pilot light is for propane or natural
gas (shown on unit in photo above).

This Economizer is exceptionally sturdy with a broad forged brass base, and the height is only
4¾” to the top of the pilot light. The travel of the torch arm is adjustable by allen head screws
and lock nuts and the length of the torch arm can be varied by a slotted screw. Shipping weight
of the economizer is 3 pounds.

This unit has been manufactured and marketed in Europe for a number of years with excellent
results and absolute minimum of service and repair. This is the reason that we have chosen
this one for the Canadian market. We believe that you will also be pleased with the pricing of
this Economizer and its impeccable service record.

Part No. Description
ME-7266 Economizer for Oxygen & Acetylene, 9/16” - 18 Inlet & Outlet
ME-7267 Economizer for Inert Gas & Water, 9/16” - 18 Inlet & Outlet
ME-7268 Economizer for Oxygen & LP or Natural Gas, 9/16” - 18 Inlet & Outlet
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MECO GAS ECONOMIZER  PARTS LIST

Part No. Description

ME-7370 Economizer Body
ME-7371 Pilot Valve
ME-7372 Pilot Valve Body
ME-7373 Pilot Valve Burner
ME-7374 Rocker Arm

ME-7375 Valve Seat Screw (2 required)
ME-7376 Valve Plunger (2 required)
ME-7377 Valve Guide (2 required)
ME-7378 Diaphragm Retainer (2 required)
ME-7379 Inlet/Outlet Adaptor, RH 9/16”-18 (2 required)

ME-7380 Inlet/Outlet Adaptor, LH 9/16”-18 (2 required)
ME-7381 “O” Ring
ME-7382 Locking Screw (2 required)
ME-7383 Adjusting Screw (2 required)
ME-7384 Adjusting Screw Nut (2 required)

ME-7385 Hinge Pin
ME-7386 Hook
ME-7387 Friction Ring (2 required)
ME-7388 Diaphragm (2 required)
ME-7389 Valve Seat (2 required)

ME-7390 Valve Spring (2 required)
ME-7391 Burner, Natural Gas (not shown)
ME-7392 Diaphragm Assembly (2 required, not shown)
ME-7393 Burner Assembly, Natural Gas (not shown)
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MECO TYPE “N” MIDGET TORCH
WITH JEWELLED ORIFICE TIPS

Five Sizes of Type “NJO” Jewelled Orifice Tips

Standard 0404 Type “N” Midget Torch
with 4 inch head tube

We are very proud to offer a complete set of five Jewelled Orifice Tips to be used with the Type “N” Midget Torch.

These tips, which are internally equipped with Jewelled Orifices of extremely small size, are ideal for jewellery
work and other minute applications where just a “hair of a flame” is desired.

As shown above, the tips are straight and the head tube is curved. The rear of the “NJO” tip screws on to the
torch with the same identical thread as all of the other Type “N” tips. All Type “NJO” Tips are for Oxygen &
Acetylene only.

The pressure requirements are different than those of the Type “NJ” Tips also used on the Type “N” Midget Torch
when working on jewellery and similar applications, but with oxygen and natural gas.

Part Description Orifice Gas Pressure
No. Size Oxygen Acetylene
ME-2990 No. 1 “NJO” Tip .003” Jewelled 1 PSI 1 PSI
ME-2991 No. 2 “NJO” Tip .006” Jewelled 2 PSI 2 PSI
ME-2992 No. 3 “NJO” Tip .011” Jewelled 3 PSI 3 PSI
ME-2993 No. 4 “NJO” Tip .020” Jewelled 3 PSI 3 PSI
ME-2994 No. 5 “NJO” Tip .029” Jewelled 3 PSI 3 PSI

ME-0404 Type “N” Midget Torch

Due to the low pressures used on oxygen as well as acetylene, LENCO can supply oxygen regulators with 60 PSI
low pressure gauges, in lieu of 100 or 200 PSI, for easy reading. Please specify when ordering.


